
WINSHOT 1500 

TECHNICAL SPECIFICATIONS

Dimensions 

Minimum height without shooting head: 190 cm

Minimum height with shooting head: 260 cm

Maximum height 370 cm

Operator platform height 150 cm

Maximum width without baskets: 80 cm

Maximum width with one basket: 120 cm

Maximum width with two baskets: 160 cm

Machine depth

150 cm 

Weight

220 Kg 

Shooting height 

From 230 cm to 340 cm

Throwing speed

From 10 to 140 Km/h

Power supply

N°2 rechargeable batteries 12V – 55Ah,
charger included

STRONG POINTS

· No ball damage on the throwing wheels - GLOBUS patent

· Digital display with simultaneous adjustment of the two 
spinning wheels

· Speed Control System indicating with the green led when 
ball speed is as set

· 5 memories to store 5 different types of shots with power 
and effect parameters

· Joint shooting head, light and adjustable, to use different 
trajectories

· Easy to move on the court in all directions for team or 
individual training

· Noiseless and easy to use: balls are shot with utmost 
precision

VOLLEYBALL SHOOTING MACHINE
WINSHOT 1500 IS THE TOP OF THE RANGE OF GLOBUS SHOOTING MACHINES. IT IS PARTICULARLY SUITABLE FOR 
PROFESSIONAL MEN’S AND WOMEN’S TEAMS, AS IT CAN REPEAT HUNDREDS OF SERVICE, ATTACK AND SET ACTIONS 
WITH UTMOST PRECISION, WITH INTERVALS OF JUST 1.5 SECONDS.  THIS MODEL CAN STORE 5 DIFFERENT SHOOT 
TYPES, WITH DIFFERENT POWER AND SPIN, THANKS TO A SPECIFIC ELECTRONIC BOARD. THE SPEED CONTROL 
SYSTEM OF WINSHOT 1500 ALLOWS TO CONTROL THE ACTUAL BALL SPEED THANKS TO TWO LED LIGHTS (RED AND 
GREEN) PLACED AT THE CENTER OF THE CONSOLE.



DOMINO S.R.L.
Via Vittorio Veneto, 52
31013 Codognè (TV) - ITALY

(+39) 0438 7933 globuscorporation.com

WINSHOT 1500 
VOLLEYBALL SHOOTING MACHINE
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